
DOOR SCHEDULE

DOOR NUM
BER

DOOR TYPE
DOOR FRAM

E
DOOR SIZE

FUNCTION

X1X2A
W

OOD
HM

3'-0"
PASSAG

E LOCKSET
B

HM
HM

3'-0"
OFFICE LOCKSET

C
W

OOD
HM

3'-0"
CLASSROOM

 LOCKSET

NOTES

EX. DOOR W
/ REM

OVED SECURITY FEATURES

PROVIDE VISON PANEL AND CLOSER
PROVIDE CLOSER

FINISH SCHEDULE

ROOM
 #

FLOOR
BASE

CEILING
W

ALLS
NOTES

021
EX

EX
EX

PAINT
020

EX
EX

EX
PAINT

PATCH FLOOR AS REQUIRED
020A

EX
EX

EX
PAINT

020B
EX

EX
EX

PAINT
020C

EX
EX

PATCH
PAINT

020D
EX

EX
PATCH

PAINT
CABLE PORTAL, SEE PLAN

020E
EX

EX
PATCH

PAINT
020F

VCT
VINYL

PATCH
PAINT

020G
VCT

VINYL
APC

PAINT
CABLE PORTAL, SEE PLAN

020H
VCT

VINYL
APC

PAINT
CABLE PORTAL, SEE PLAN

020I
VCT

VINYL
APC

PAINT
CABLE PORTAL, SEE PLAN

020J
EX

EX
PATCH

PAINT
020K

VCT
VINYL

APC
PAINT

CABLE PORTAL, SEE PLAN
020L

VCT
VINYL

APC
PAINT

CABLE PORTAL, SEE PLAN
020M

VCT
VINYL

M
ODIFY

PAINT
CABLE PORTAL, SEE PLAN

X3
EX. DOOR M

OVED, SEE PLAN

C

C

A

B

021
020B

020A
020C

020D

020E

0
20

0
20

020J

020F

020M

020K

020L

AM
ES H

ALL LAB FLO
O

R PLAN
SC

ALE 1/8"= 1'-0"
1A1

X2

X1

A

C
C

C

020G
020H

020I

X3

EQ. EQ.

9'-0"

10'-6"
EQ.

EQ.

4"

4"

4"

4"

RELOCATE 
EXISTING

 DOOR 
SECURITY DEVICES 
TO STAIRW

ELL 
DOOR

EXISITNG
 

FUM
E 

HOOD 

CABLE PORTAL
36" A.F.F., TYP.

PROVIDE SALVAG
ED CASEW

ORK 
AND EPOXY RESIN TOP TO FILL 
VOID LEFT BY PERFUSION HOOD

RELOCATED 
PERFUSION HOOD

RELOCATED 
EM

ERG
ENCY 

SHOW
ER

PROVIDE RUBBER 
TRANSITION STRIP
PATCH FLOOR AS
REQUIRED

W
ALL TYPE KEY

EXISTING
 CONSTRUCTION

CONSTRUCTION TO BE REM
OVED

PATCH 
FLOOR AS 
REQUIRED 
TO M

ATCH

COORDINATE W
/ OW

NER

PATCH W
ALL, 

CEILING
, AND 

DOOR AS 
REQUIRED

AREA OF 
RENOVATION

NEW
 3 5/8" W

ALL W
/ 5/8" G

W
B BOTH SIDES

RELOCATED 
FUM

E HOOD 
TRIM

 
COUNTERTOP
AS REQUIRED 

CABLE PORTAL
36" A.F.F., TYP.

ALIG
N FACE OF NEW

 
W

ALL W
ITH EXTENT OF 

ENVIRONM
ENTAL 

CHAM
BER

AM
ES H

ALL LAB DEM
O

LITIO
N

 PLAN
SC

ALE 1/8"= 1'-0"
3A1

4"

4"

REM
OVE EXISITNG

 
ENVIRONM

ENTAL 
CHAM

BERS

REM
OVE EXISITNG

 
CASEW

ORK AND 
W

ALL CABINETS, 
RETURN TO OW

NER

REM
OVE EXISITNG

 
ENVIRONM

ENTAL CHAM
BER 

CONTROLS AND ALL 
ASSOCIATED W

IRING

REM
OVE EXISTING

 
PERFUSION HOOD, 
SALVAG

E FOR 
RELOCATION

REM
OVE 

FLOORING
 

THIS ROOM

REM
OVE EXISTING

 
4'-0" SHELVING

 
UNIT, RETURN TO 
OW

NER 

REM
OVE 

FLOORING
 

THIS ROOM

REM
OVE EXISITNG

 
CASEW

ORK, RETURN 
TO OW

NER

EXISTING
 

CASEW
ORK 

TO REM
AIN

EXISTING
 

CASEW
ORK 

TO REM
AIN

EXISITNG
 

CASEW
ORK TO 

REM
AIN

REM
OVE EXISITNG

 
FREESTANDING

 
FUM

E HOOD, 
RETURN TO 
OW

NER

TRIM
 COUTERTOP 

OVERHANG
 TO 

ALLOW
 FOR 

RELOCATED 4'-0" 
FUM

E HOOD 

REM
OVE W

ALL TO 
ALLOW

 FOR NEW
 

DOOR, SEE 
ARCHITECTURAL 
DRAW

ING
S, TYP.

REM
OVE EXISITNG

 EM
ERG

ENCY 
SHOW

ER AND STORE FOR REUSE

REM
OVE 

EXISTING
 

HOOD, 
SALVAG

E FOR 
RELOCATION

REM
OVE CIELING

 G
RID AND 

TILES THIS ROOM
. REM

OVE 
LIG

HT FIXTURES AND STORE 
FOR REUSE.

FINISH NOTES:

HARDW
ARE NOTES:

W
OOD DOOR NOTES:

HOLLOW
 M

ETAL DOOR AND FRAM
E NOTES:

PROVIDE PAINT PRODUCTS BY PITTSBURG
 PAINT, NO SUBSTITUTIONS.

PAINT G
YPBOARD W

ALLS W
ITH (1) COAT OF LATEX PRIM

ER AND (2) COATS OF ACRYLIC 
LATEX FINISH PAINT, SEM

I G
LOSS FINISH.

PAINT HOLLOW
 M

ETAL  FRAM
ES W

ITH (2) COATS ACRYLIC LATEX FINISH PAINT OVER 
FACTORY PRIM

ER, SEM
I G

LOSS FINISH.

ACOUSTIC PANEL CEILING
 (APC):  1 15/16" PAINTED M

ETAL G
RID, M

ATCH EXISTING
 CEILING

 
TILE (SIM

ILAR TO USG
 "OM

NI")

PAINT ALL NEW
 AND EXISTING

 W
ORK THROUG

HOUT THE "AREA OF RENOVATION" 
UNLESS INDICATED OTHERW

ISE.  REPAINT CUT AND PATCH AREAS.  COLORS TO M
ATCH 

EXISTING
.

DOORS SHALL BE 1 3/4" THICK, 18 CAUG
E, SEAM

LESS, COLDROLLED STEEL SHEET 
FACES. PROVIDE 1/4" TEM

PERED G
LASS W

ITH FLUSH TYPE STOPS.

HOLLOW
 M

ETAL FRAM
ES SHALL BE M

ITERED CORNER, FULLY W
ELDED, 16 G

AUG
E COLD 

ROLLED STEEL, W
RAP AROUND TYPE, W

ITH 2" SIG
HT LINE, FACTORY PRIM

ED AND FIELD 
PAINTED. M

ACHINE AND PREPARE FOR M
ORTISE HARDW

ARE, REINFORCE FOR SURFACE 
APPLIED HARDW

ARE. PROVIDE ANCHORS AS REQUIRED FOR W
ALL INSTALLATION. 

THROAT DIM
ENSIONS BASED ON FINISH THICKNESS OF W

ALL. FRAM
ES SHALL W

RAP 
SNUG

LY AROUND W
ALL (PROVIDE THROAT FILLER STRIPS IF NECESSARY). NOTES. 

PROVIDE THREE (3) DOOR SILENCERS PER DOOR LEAF, TYP.

HING
ES:  (3) PER DOOR ,BRUSHED STAINLESS STEEL (US32D) HING

ES, NON RISING
 PIN, 

FLAT BUTTON TIP AND M
ATCHING

 PLUG
,  BALL BEARING

, NON-REM
OVABLE PIN AT OUT 

SW
ING

ING
 DOORS, 4" X 2", .134" THICK.   HAG

ER SPECIFIED, EQUAL PRODUCTS BY 
M

CKINNEY OR STANLEY ARE ACCEPTABLE.
 LOCKSETS:  M

ORTISE TYPE, G
RADE 1 OPERATIONAL, FLAT LIP STRIKE, W

ROUG
HT BOX 

STRIKE COVER, CAST OR FORG
ED THROUG

H-BOLTED LEVER TRIM
 BASED ON SARG

ENT 
STYLE B W

ITH ROSE STYLE L, LOCK FUNCTIONS AS SPECIFIED, VERIFY FUNCTIONS W
ITH 

USER. PRODUCTS BY BEST, SARG
ENT, OR CORBIN/RUSSW

IN ARE ACCEPTABLE.

KEYING
: KEY TO EXISTING

 7-PIN INTERCHANG
EABLE CORE SYSTEM

. (3) CHANG
E KEYS 

PER LOCK, (6) M
ASTER AND G

RANDM
ASTER, (3) CORE KEYS, (3) CONSTRUCTION 

M
ASTERKEYS.  KEYING

 ARRANG
ED THROUG

H THE OW
NER. PERM

ANENT CORE SHIPPED 
TO THE OW

NER.    BEST ACCESS SYSTEM
S, NO SUBSTITUTIONS. 

 DOOR CLOSERS:  HEAVY-DUTY, G
RADE 1, HEAVY-DUTY ARM

S. SIM
ILAR TO LCN 4000 

SERIES W
ITH ALUM

. FIN.

W
ALL M

OUNTED DOM
E TYPE DOOR STOP.

CABLE PORTAL NOTES:

W
OOD DOORS SHALL M

ATCH SPECIES, G
RAIN,  CUT AND FINISH OF EXISITNG

 DOORS.  
PROVIDE VISION PANELS IN INDICATED DOORS TO M

ATCH EXISITNG
 DOORS W

ITH 
VISION PANELS, INCLUDING

 G
LASS, SIZE, AND FRAM

E TYPE.

G
ENERAL ELECTRICAL NOTES:

PROVIDE CABLE PORTAL M
IN 4" DIA. IN G

W
B PARTITIONS AS NOTED ON PLAN.  PROVIDE 

OR VERIFY ELECTRICAL OUTLETS NEAR ALL PORTAL LOCATIONS O BOTH SIDES OF 
W

ALL, COORDINATE W
ITH OW

NER.  PORTAL SHALL CONSIST OF CONTINUOUS SLEEVE 
W

ITH FINISHING
 RING

S/G
ROM

ETS ON EACH END.  PROVIDE SAM
PLE FOR ARCHITECT 

APPROVAL.

PROVIDE PARABOLIC 2'X4" FLUORESCENT LIG
HT FIXTURE BASED ON M

ETALUX M
ODEL # 

2P2G
X-4323211I-277V-EB82.  

RECONNECT ALL ELECTRICAL DEVICES ACCORDING
 TO M

ANUFACTURERS 
SPECIFICATION. VERIFY ORIG

INAL CONNECTIONS AND DUPLICATE IN NEW
 LOCATIONS. 

PROVIDE ELECTRICAL OUTLETS AS REQUIRED ACCORDING
 TO CODE FOR ALL ROOM

S 
W

ITH PARTITION M
ODIFICATIONS.  PROVIDE STANDARD SW

ITCHING
 ARANG

EM
ENTS FOR 

ALL NEW
 LIG

HT CONFIG
URATIONS.  VERIFY LAYOUT AND OPERATION W

ITH OW
NER.

RESILIENT FLOOR TILE NOTES:
PROVIDE RESILIENT FLOOR TILE IN NOM

INAL 12” X 12”  FACE DIM
ENSION FOR 

INSTALLATION OVER EXISTING
 CONCRETE DECK. DESIG

N STANDARD BASED ON 
“STANDARD EXCELON” SUPPLIED BY ARM

STRONG
 W

ORLD INDUSTRIES, COLOR AND 
STYLE TO M

ATCH EXISITNG
. INCLUDE SETTING

 ADHESIVES, PATCHING
 COM

POUND, 
SEALANTS, AND FINISH COATING

S AS NEEDED FOR COM
PLETE INSTALLATION.

INSPECT SUBSTRATE AND PREP ACCORDING
 TO M

ANUFACTURER’S RECOM
M

ENDATIONS. 
LEVEL EXISTING

 CONCRETE SUBSTRATE AS REQUIRED FOR TILE INSTALLATION. CLEAN, 
POLISH, AND SEAL INSTALLED TILE ACCORDING

 TO M
ANUFACTURER’S 

RECOM
M

ENDATIONS.

SELECTIVE DEM
OLITION NOTES

REM
OVE:  REM

OVE AND LEG
ALLY DISPOSE OF ITEM

S EXCEPT THOSE INDICATED TO BE 
REINSTALLED, SALVAG

ED, OR TO REM
AIN THE OW

NER'S PROPERTY.

REM
OVE AND REINSTALL:  REM

OVE ITEM
S INDICATED; CLEAN, SERVICE, AND 

OTHERW
ISE PREPARE THEM

 FOR REUSE; STORE AND PROTECT AG
AINST DAM

AG
E.  

REINSTALL ITEM
S IN LOCATIONS INDICATED.

EXISTING
 TO REM

AIN:  PROTECT CONSTRUCTION INDICATED TO REM
AIN AG

AINST 
DAM

AG
E AND SOILING

 DURING
 SELECTIVE DEM

OLITION.  W
HEN PERM

ITTED BY THE 
ARCHITECT, ITEM

S M
AY BE REM

OVED TO A SUITABLE, PROTECTED STORAG
E LOCATION 

DURING
 SELECTIVE DEM

OLITION AND THEN CLEANED AND REINSTALLED IN THEIR 
ORIG

INAL LOCATIONS.

IDENTIFY AND ACCURATELY LOCATE CAPPED UTILITIES AND OTHER SUBSURFACE 
STRUCTURAL, ELECTRICAL, OR M

ECHANICAL CONDITIONS. DOCUM
ENT THESE UTILITIES 

ON  RECORD DRAW
ING

S PROVIDED TO ARCHITECT UPON COM
PLETION OF PROJECT.

PROTECT W
ALLS, CEILING

S, FLOORS, AND OTHER EXISTING
 FINISH W

ORK THAT ARE TO 
REM

AIN AND ARE EXPOSED DURING
 SELECTIVE DEM

OLITION OPERATIONS. REM
OVE AND 

TRANSPORT DEBRIS IN A M
ANNER THAT W

ILL PREVENT SPILLAG
E ON ADJACENT 

SURFACES AND AREAS.

COVER AND PROTECT FURNITURE, FURNISHING
S, AND EQUIPM

ENT THAT HAVE NOT BEEN 
REM

OVED. 

CLEAN ADJACENT STRUCTURES AND IM
PROVEM

ENTS OF DUST, DIRT, AND DEBRIS 
CAUSED BY SELECTIVE DEM

OLITION OPERATIONS.  RETURN ADJACENT AREAS TO 
CONDITION EXISTING

 BEFORE START OF SELECTIVE DEM
OLITION.

DEM
OLISH AND REM

OVE EXISTING
 CONSTRUCTION ONLY TO THE EXTENT REQUIRED BY 

NEW
 CONSTRUCTION AND AS INDICATED.

DISPOSAL:  PROM
PTLY DISPOSE OF DEM

OLISHED M
ATERIALS.  DO NOT ALLOW

 
DEM

OLISHED M
ATERIALS TO ACCUM

ULATE ON-SITE.

TRANSPORT DEM
OLISHED M

ATERIALS OFF OW
NER'S PROPERTY AND LEG

ALLY DISPOSE 
OF THEM

.

SW
EEP THE AREA OF W

ORK BROOM
 CLEAN ON COM

PLETION OF SELECTIVE DEM
OLITION 

OPERATION

PATCH AND REPAIR NOTES
PROM

PTLY PATCH AND REPAIR HOLES AND DAM
AG

ED SURFACES CAUSED TO 
ADJACENT CONSTRUCTION BY SELECTIVE DEM

OLITION OPERATIONS.

W
HERE REPAIRS TO EXISTING

 SURFACES ARE REQUIRED, PATCH TO PRODUCE 
SURFACES SUITABLE FOR NEW

 M
ATERIALS.

RESTORE EXPOSED FINISHES OF PATCHED AREAS AND EXTEND FINISH RESTORATION 
INTO ADJOINING

 CONSTRUCTION TO REM
AIN IN A M

ANNER THAT ELIM
INATES EVIDENCE 

OF PATCHING
 AND REFINISHING

.

PATCH AND REPAIR FLOOR AND W
ALL SURFACES IN THE NEW

 SPACE W
HERE 

DEM
OLISHED W

ALLS OR PARTITIONS EXTEND ONE FINISHED AREA INTO ANOTHER.  
PROVIDE A FLUSH AND EVEN SURFACE OF UNIFORM

 COLOR AND APPEARANCE.

RESILIENT W
ALL BASE NOTES:

PROVIDE 6” HIG
H BY 1/8” THICK VINYL BASE IN ALL AREAS INDICATED TO RECEIVE  VINYL 

BASE ON THE FINISH  SCHEDULE. PROVIDE ADHESIVES APPROPRIATE FOR THE 
SUBSTRATE AND AS RECOM

M
ENDED BY THE M

ANUFACTURER. INSTALL W
ALL BASE IN 

M
AXIM

UM
 LENG

THS POSSIBLE. FORM
 CORNERS FROM

 STRAIG
HT PIECES AND BACK CUT 

IN A V-SHAPED G
ROOVE TO FACILITATE OUTSIDE CORNERS. M

ECHANICALLY RESTRAIN 
OUTSIDE CORNERS UNTIL ADHESIVE HAS SET TO AVOID PUCKERING

 AND PULL AW
AY. 

DESIG
N STANDARD BASED ON JOHNSONITE, 16910 M

UNN ROAD, CHAG
RIN FALLS OH 

(800) 899-8916, COLOR TO M
ATCH EXISTING

.

021
020B

020A
020C

020D

020E

0
20

0
20

020J

020F

020M

020K

020L

REFLEC
TED C

EILIN
G

 PLAN
SC

ALE 1/8"= 1'-0"
2A1

020G
020H

020I

PATCH CEILING
 AS 

REQUIRED FROM
 

REM
OVAL OF 

EXISITNG
 HOOD 

THIS AREA

M
ODIFY CEILING

 
AS REQUIRED FOR 
INSTALLATION OF 
PERFUSION HOOD

REUSE EXISITNG
 

1X4 FIXTURES

NEW
 2X4 PARABOLIC 

FLUORESCENT 
FIXTURES  

M
ODIFY 

CEILING
 AS 

REQUIRED FOR 
INSTALLATION 
OF RELOCATED 
FUM

E HOOD

M
ODIFY 

CEILING
 AND 

FIXTURE 
ORIENTATION 
FOR NEW

 
PARTITION

EXIT SIG
N EACH 

SIDE OF DOOR TO 
M

ATCH BUILDING

M
elville Thom

as A
rchitects, Inc.

A R C
 H

 I T E C
 T U R E   &   P L A N

 N
 I N

 G

SUITE

TEL
FAX

600 W
yndhurst Ave          245   Baltim

ore, M
D 21210

w
w

w
.m

tarx.com
: 410.433.4719

: 410.433.4400

P R O
 J E C

 TA1

T I T L E

I S S U E   D A T E
R E V I S I O

 N
   D A T E

D R A W
 N

   B Y
D R W

 G
   N

 O
.

FLO
O

R PLA
N, DEM

O
 PLA

N
REFLECTED CEILING PLA

N, DETA
ILS, NO

TES

JO
HNS HO

PKINS UNIV
ERSIY

A
M

ES HA
LL LA

B RENO
V

A
TIO

N

BM
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17 SEPTEM
BER 2001

27 SEPTEM
BER 2001


